
Size: Protected surfaces, single wall pipe

EPA Rating: Parallel Side

Efficiency Parallel Rear

Width: Corner 

Height

Depth Parallel side  21"

Maximum Log Length Parallel Rear  18"

Firebox Capacity Corner  13"

Flue Exit Protected surfaces, single wall pipe w/Rear Heat Shield:

Flue diameter Parallel side  6"

Ash Pan Parallel Rear  9"

Optional blower kit Corner 3"

Actual Weight Unprotected surfaces, double wall pipe w/Rear Heat Shield:

Parallel side  21"

Burn time Parallel Rear  12"

Heat Life Corner 6"

Mobile Home Certified

Alcove Certified Parallel side  6"

Min. dim. (unprotected) 69"Wx36"H * Parallel Rear  3" 

Max. dim. (unprotected) Corner 3"

Min. dim. (protected)     

  

Minimum Size (US)

Unprotected surfaces, single wall pipe:  Minimum R-Value   0.8

Parallel Side 18"  Extension past front of stove   16"

Parallel Rear 24"    

Corner 13"

 

* height from stove top to ceiling

 

Protected surfaces, double wall pipe w/Rear Heat Shield:

2.0  cubic feet

Top or rear (45
o
 exit)

39"Wx18"H *

Max. dim. (protected) 34"D

  Specifications and Clearances:

Physical Measurements:

50,000 BTUs

2.1 grams/hr

26 1/2"

Clearances (cont.):

80%

            Rev. 071513

6"

12"

5"

yes

up to 10 hours

29" (not including flue collar)

Yes

Yes

400

Shipping Weight 425

Unprotected surfaces, single wall pipe w/Rear Heat Shield: 

6"

20 3/4"

20"

up to 8 hours

yes

42"D

 

Clearances:

Hearth Pad:

36" W x 45" D 
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Stove Dimensions 

Hearth Requirements & Floor Protection 

Minimum Clearances From closest point of stove 
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Minimum Clearances From Chimney Connector 

Minimum Alcove Clearances 

Minimum Mantle and Trim Clearances 
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Connection Specifications 
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